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FIGURE 1 
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FIGURE 3 
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FIGURE 4 
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600 



START 



/ 



I 



FABRICATE SUBSTRATE MATERIAL 205 AND 
FORM CAVITY 210 IN SUBSTRATE MATERIAL 205 



610 



I 



FILL CAVITY 210 WITH PORTIONS OF WIRE BOND PAD 
230 TO FORM CAVITY 240 IN WIRE BOND PAD 230 



620 



COVER EDGE PORTIONS OF WIRE BOND 
PAD 230 WITH PASSIVATION MATERIAL 270 



630 



WIREBOND BALL 320 OF WIRE 310 TO THE SIDES 
AND BOTTOM OF CAVITY 240 OF WIRE BOND PAD 230 



640 



END 



FIGURE 6 
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700 



FABRICATE SUBSTRATE MATERIAL 405 
AND FORM CAVITY 410 IN SUBSTRATE 
MATERIAL 405 WITH RESTRAINING EDGE 425 



710 



I 



FILL CAVITY 410 WITH PORTIONS OF WIRE 
BOND PAD 430 TO FORM CAVITY 440 IN WIRE 
BOND PAD 430 WITH RESTRAINING EDGE 455 



I 



720 



COVER EDGE PORTIONS OF WIRE BOND 
PAD 430 WITH PASSIVATION MATERIAL 470 



730 



I 



WIREBOND BALL 520 OF WIRE 510 TO THE SIDES 
AND BOTTOM OF CAVITY 440 OF WIRE BOND PAD 430 



740 



I 



FORM RETAINING WEDGE 530 WITH 
PORTIONS OF BALL 520 THAT FILL 
CAVITY 440 UNDER RESTRAINING EDGE 455 



750 



I 



END 



FIGURE 7 
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